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Fit Brit Bikes  from 1971-83 Installation Instructions: 
 

Disclaimer: 
Under no circumstances will Bulbsthatlast4ever or it's representatives be responsible or liable for any incidental or consequential property 
damages or personal injuries arising from or in connection with the use or installation of any of the listed foregoing products or devices.   Rev. 9/08 
 

Thank you for choosing the Bulbsthatlast4ever™ CD1004 LED Winker Conversion Kit for your “Lucas Style” 
Winkers.  This Kit has been designed for optimum installation in either genuine or reproduction Lucas winker 
assemblies as shown in Figure 2 of the Installation.  A reproduction light assembly was used for all images shown 
and explanations discussed herein. 
 
Before you start to install this kit, carefully read and follow these installation instructions for trouble-free 
installation. Expect the installation to take approximately 60-90 minutes, utilizing a #2 Philip screwdriver, Jeweler 
Screwdriver Set, Wire Cutter/Strippers, and some other basic hand tools. 
 
Getting Started: 
 

 
Basic Kit Shown Above 

Figure 1 

 
Kit Check List: 
 

1. □ Qty 4, LED Boards 
2. □ Qty 4, Set of 24” Wire Cable Assemblies (White, Green, and Brown) 
3. □ Qty 1, Diode Pigtail Wire Assembly 
4. □ Qty 1, BTL4E-004 “Pulsar” Electronic Flasher Unit Kit (Included, supplied as separate kit)  

 
Notes: This kit has been supplied with all the necessary items to install this kit.  Some items may differ from any 

items shown or depicted anywhere in these installation instructions.  Items are subject to change without 
notice at anytime. 
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Installation: 
 

  
Figure 2 

 

1. Disassemble all 4 winker light assemblies as shown in Figure 2 to start the installation.  Be sure to remove the 
lens, gasket, bulb, and bulb socket assembly completely.  

 

   
Figure 3     Figure 4 

 
2. Feed all three wire assemblies, if planning to use the “Running Light” feature or only the White and Green wires 

if not using this feature, from the apposing end the winker stem feeding the wires into the housing as shown in 
Figure 3.   

 
3. Pull the all the wires through until there’s enough wire to comfortably reach the LED Board’s terminal block 

openings while holding the LED Board in your hand.  Insert the White Wire into the left opening of the terminal 
block, using a jeweler’s screwdriver; tighten the screw until firmly seated.  Insert the Green Wire into the center 
opening and tighten the screw.  (Optional) Running Light - Insert the Brown Wire into the last opening and 
tighten the screw.  Refer to Figure 4 for more detail.  Please note that all 4 LED Boards must be used and 
connected to a switched and fused (1.5A max.) power source when using this feature.  Be sure to check your 
local laws regarding amber rear running lights before using this option. 
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Figure 5               Figure 6                           Figure 7 

 

4. Install one of the 2 screws that were removed from the housing earlier into the bottom hole (1), then slip the 
bottom slot of the LED Board onto this screw. With the LED Board placed against the winker housing, rotate the 
board until the top screw hole is visible through the slot (2) then place the another screw into the hole.  Refer to 
Figure 5 for more detail. 

 
5. Tighten both the screws to secure the LED Board and then place the gasket as shown in Figure 6.  The lens is now 

ready to be installed, install the lens to complete the conversion as shown in Figure 7.  Repeat the above process 
for all remaining winker assemblies that still require to be converted.   
 

6. Congratulations, you have successfully converted your “Winkers” to “LED Winkers”; they are now ready to be 
connected to the motorcycle’s wiring harness, see hook-up instructions in Table 1.  
 

Wire Color Function 
White Turn Signal 
Brown Running Light 
Green  (+/-) Ground 

*It’s recommend that you ground to any screw or bolt to the chassis. 

Table 1 

 
How to Use the Running Light Feature of the CD1004s: 
 
Note: If you desire to use the Running Light Feature, all 4 LED Boards must be wired as described below, (Check with your local laws regarding amber 
rear running lights before using this option): 
 
Construct an external wiring harness separate to the diagram shown in Figure 8.  Once you have completed 
constructing of your harness, then connect all the brown wires of the each LED Board to the harness as shown 
below.  It is highly recommended that the power source is connected through a 1.5A fuse, which is switched and 
only active when the ignition switch is turned on.  Secure your harness to the existing main harness and follow 
routing.  It is recommended that you secure you harness every 3-6” {76-152mm} with electrical tape or cable ties. 
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Figure 8 

 
Single Turn Indicator Systems: 

 
Note: The follow modification will be needed to be preformed in order for signal indicator to function correctly with these LED Boards.  If 
you fail to perform this modification, when the winkers are operated they will act as a 4-way flasher (hazard lights).  
   
Figure 9 shows a typical stock single bulb signal indicator, found on most Brit Bikes equipped with factory 
installed winkers.  The signal indicator lamp can be found on either the head lamp shell or on later models in the 
indicator lamp cluster.  This is type of system works like this.  The indicator bulb is always connected to a 
ground, through the filament of either signal bulb at any given time.  When one side is in use, the indicator bulb 
grounds through the filament of the opposite signal bulb that is not in use.  When the opposite side is in use, the 
same thing occurs, but in the opposite direction.  
 

 
Figure 9 

 
Figure 10 (below) shows the necessary modifications when the LED Boards have been installed, in order to 
prevent the “4-way or Hazard Lights” condition to occur.  Using the Diode Pigtail, connect the center wire to one 
wire of the signal lamp and then connect the other signal lamp wire to ground.  The outer 2 wires of the Diode 
Pigtail needs to be connected to the motorcycle’s wiring harness, one wire per side connected for each signal side. 
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Figure 10 

Flasher Unit Installation: 
 

 
Figure 11 

The Electronic Flasher Unit (BTL4E-004 “Pulsar”) has been supplied as a separate kit with its own set of 
instructions.  Please refer to those separate installation instructions for further details and information. 
 
Important Notice: Please note that there have been reports from a similar product using a single turn indicator 
system as described earlier in these instructions.  The reports state that when the “Running Light” feature is used 
the indicator bulb will be dimly lit.  There should be no cause for concern, our engineering staff stated that this is 
normal and will not harm anything. 
 
On-line Technical Support available by e-mail at techsupport@bulbsthatlast4ever.com  
 
For Repairs/Returns, please visit this webpage first http://bulbsthatlast4ever.com/returns.html or call our Help 
Line at (1) 818-239-2683 for returning instructions. 
 

Warranty Info: See attached “Product Warranty Agreement” for more details. 


